Observer Design for Unilaterally Constrained
Lagrangian Systems: A Passivity-Based

Approach

Aneel Tanwani, Bernard Brogliato, Christophe Prieur

Abstract

This paper addresses the problem of estimating the velocity variables, using the position measure-
ment as output, in nonlinear Lagrangian dynamical systems with perfect unilateral constraints. Using
the class of bounded variation functions to model the velocity variables (so that Zeno phenomenon
is not ruled out), we represent the derivative of such functions with the Lebesgue-Stieltjes measure,
and use the framework of measure differential inclusion (MDI) to describe the dynamics. A class of
observers is proposed, which also uses the framework of MDIs, and is shown to generate asymptotically
converging state estimates. The existence and uniqueness of solutions for the proposed estimators is
rigorously proven. The global stability of error dynamics is analyzed using the generalized Lyapunov

methods for functions of bounded variation.

I. INTRODUCTION

In this paper, we consider Lagrangian mechanical systems with unilateral constraints (without
friction) on the position of a moving point. The position and velocity of this point is denoted
by ¢ and ¢, respectively. Assuming the mass matrix M (q) to be symmetric and positive definite,

the unconstrained motion of the system satisfies the equation
M(q)j+ F(t,q.9) =0, (1a)
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and the position ¢ is constrained by
hi(q) >0, ie{l,...,m} (1b)

where F': R x R" x R" — R" denotes a vector field of generalized forces, and h; : R® — R
represent the unilateral constraints imposed on the system’s motion. Mechanical systems with
impacts, such as robots and colliding rigid bodies could be seen as systems with unilateral
constraints. In general, the trajectories of such systems are algebraically constrained and exhibit
continuous as well as discrete dynamics; hence, forming an important class of nonsmooth sys-
tems. When none of the constraints h;(-) are active, that is, h;(¢) > 0 for every 1 < i < m, then
q and ¢ are obtained simply by integrating (1a) and are absolutely continuous. The discontinuity
in the velocity ¢ may appear in such systems when any one of the constraint is active, that is,
hi(q) = 0, and the velocity points outside the admissible domain, that is, V1, (q)¢ < 0, where we
use the notation Vh;(-) to denote the gradient of the function h;(-). This is because the velocity
must change its direction instantaneously to keep the moving point inside the admissible set. In
case VA, (q)g > 0, and h;(q) = 0, there are no discontinuities and one only observes continuous
motion on the constraint surface (of reduced dimension) defined by %;(q) = 0. There are several
modeling frameworks for such nonsmooth systems; one such modeling framework, which is used
to model the motion of state-constrained trajectories is the so-called sweeping process [19], [22],
[24], [25]. The term so-coined because it represents the motion of a point inside a closed set.
As the the set moves, the point is swept across by the moving set. If for such processes, the
constraint set is parameterized by time only, then we call it the first-order sweeping process.
However, for system (1), we first define an admissible set for velocity ¢(-) which is parameterized
by the position ¢(-), and this formulation leads to a second-order sweeping process.

This paper is concerned with the design of observers for estimating the velocity ¢(-) using
the position ¢(-) as the output, while using the sweeping process formulation to describe the
dynamics of the system and the observer. The construction of observers, or state estimators, is a
classical problem in the design of control systems and has found many useful applications such
as output feedback control, and fault diagnosis. For smooth systems, there are several standard
techniques such as Kalman filter, Luenberger observer, or high-gain approach. Such techniques
have also been applied to design of observers for certain classes of smooth and unconstrained

Lagrangian systems with application to output feedback control, see for example, [6], [7], [27],

May 28, 2015 DRAFT



[42]. A common element of these designs is to assume that the velocity ¢(-) is uniformly bounded
(in time) which is primarily because F'(t,q,-) is quadratic in general for mechanical systems.

Lately, the researchers have started looking at the state-estimation problem in nonsmooth
systems. In this regard, we mention the recent work on observer design of switched systems
with ordinary differential equations [34], [38], [39], switched differential-algebraic equations
[40], [41], certain classes of differential inclusions [10], [29], [36], complementarity systems
[17], and the references therein for more details. Classical approaches for observer design are
based on constructing an auxiliary dynamical system driven by the error between the measured
output and the estimated output, where it is shown that the resulting dynamics of the state
estimation error converge to the origin. However, for nonsmooth systems subjected to impacts,
such schemes are not easily implementable since the impacts, or discrete dynamics, are not
influenced by error injection and hence destroy the integration effect.

For nonsmooth Lagrangian systems with impacts, the problem of state estimation has been
considered in [21] under certain restrictive assumptions, and state estimation with tracking control
in [16] for motions restricted within a convex polyhedral domain. The work of [5] also deals with
the problem of tracking control (without estimation) for similar kind of systems. This article,
however, deals with a more general class of nonsmooth Lagrangian dynamics, that allow more
general admissible domains for position variable ¢ using the formalism of differential inclusions.

Some examples that can be treated within our setup are given in Figure 1. The interesting aspects

L
OAVARE

(a) A 3-ball chain with walls (b) A nonlinear billiard (c) A non-convex billiard

Fig. 1: Examples of systems with unilateral constraints.
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of these examples are

« In Fig. 1a, when the ball ¢; collides with ¢, and g3 stacked together at rest, then ¢» and g3
may remain glued after the impact, and hence one of the constraints causes discontinuities
in the velocities of ¢ and g3, whereas another constraint only allows continuous motion on
its boundary. The same happens when g3 collides with the wall.

« In Fig. 1b, the point mass is subjected to downward gravitational force only. After multiple
impacts initially with the two boundaries of the constraints, one sees an accumulation of
jumps, followed by a continuous motion on the constraint parabolic surface, which is a
surface of reduced dimension than the state space.

o In Fig. lc, there are many impacts in short time-intervals, the domain is nonconvex, and

there is possibly a chaotic behavior due to increased frequency of impacts.!

Our goal is to design velocity estimators for the particles subjected to unilateral constraints of
the form mentioned in Figure 1, which in general may depict all the above complexities. The
approach adopted is closely related to the observer design presented in [10] that is itself strongly
inspired from the material in [9]. The authors in [10] work with differential inclusions that
represent the first-order sweeping process and the resulting trajectories are absolutely continuous.
Since the constraint set is a function of time, this information is passed to the state estimator.
The state estimator replicates the system dynamics, and hence is a sweeping process of the
first-order. The convexity of the constraint set then generates the passivity relation between the
error dynamics and the output estimation error, which is the key component in proving the error
convergence.

In this paper, however, the system under consideration is a second-order sweeping process.
This way, the state-trajectories of the system are allowed to be of locally bounded variation (BV),
and hence discontinuous, which introduces the major difference. Since locally BV functions may
admit an infinite number of discontinuities in finite time, the Zeno phenomenon is not excluded
in our setup. The proposed observer only describes the dynamics for the velocity estimate (and
not the position) in the form of a differential inclusion driven by the measured output (position).
It is proved that, for each measured output, there exists a unique solution to such differential

inclusion, and that this solution converges asymptotically to the actual velocity of the system.
!This example was pointed to the authors by the associate editor responsible for handling this paper, L. Menini.
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The article is organized as follows: in Section II some useful mathematical definitions are
recalled. The Moreau’s sweeping process in which we embed Lagrangian nonsmooth mechanical
systems, and the definition of its solutions are described in Section III. The proposed class of
estimators is described in Section IV, and rigorous analysis is carried out in Sections V and
VI, for existence of solutions, and convergence of estimation error, respectively. In section VII,
numerical algorithm for implementing the proposed estimators, and simulation results obtained
with the INRIA software package SICONOS are presented for the three systems shown in Figure 1.
Section VIII is dedicated to one of the main results of this article, i.e. the proof of the well-
posedness (existence and uniqueness of solutions) of the observer. Conclusions end the paper in

Section IX.

II. PRELIMINARIES

In this section, we collect some basic definitions and notation that will be used later on.

Functions of bounded variation: For an interval I C R, and a function f : [ — R", the
variation of f(-) over the interval I is the supremum of S |f(s;) — f(si_1)| over the set of
all finite sets of points sy < s; < - -+ < s (called partitions) of /. When this supremum is finite,
the mapping f(-) is said to be of bounded variation on I. We say that f(-) is of locally bounded
variation if it is of bounded variation on each compact subinterval of I. The variation of f(-)
over an interval [0, ¢] is denoted by varg(t). If f(-) is right-continuous and of (locally) bounded
variation, we call it (locally) rchv. A function of locally bounded variation on [/ has at most a
countable number of jump discontinuities in /. Moreover, it has right and left limits everywhere.
The right and left limits of the function f(-) at ¢ € I are denoted by f(¢*) := limg, f(s) and
f(t7) == lim, » f(s), respectively, provided they exist. In this notation, right continuity of f(-)
in t, means that f(t7) = f(t).

Locally integrable functions: We denote by £(I,R";dyu) and L£!°°(I,R™; du) the space of
integrable and locally integrable functions, respectively, from / to R™ with respect to the measure
dp. If the measure is not specified then the integration is with respect to the Lebesgue measure.
An absolutely continuous (AC) function f : I — R™ is a function that can be written as
f(t)— f(to) = fti f(s)ds for any to,t € I, ty < t, and some f € £1(I, R™), which is considered
as its derivative. The space of continuously differentiable functions from R™ to R™ is denoted

by C*(R",R™), for m,n € N.
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Lebesgue-Stielties measure associated with BV functions: If v : I — R" is a function of
bounded variation, then one can associate with it a Lebesgue-Stieltjes measure or the so-called
differential measure dv on I. Also, if v(-) is rcbv on [a,b], then we have the relation that
v(t) =v(a) + jia’b} dv.

The density of the measure dv with respect to a positive Radon measure du over an interval

I is defined as:
dv . dv(I(t,e))
—(t) == lim ————~
2 = B e o)y

where [(t,e) := I N[t —¢,t+¢|. Similarly, one can define the density of the Lebesgue measure

2

dt with respect to the Radon measure du. A Radon measure dv is absolutely continuous with
respect to du if for every measurable set A, du(A) = 0 implies that dv(A) = 0. Further, the
measure dv is absolutely continuous with respect to du if and only if the density function j—;(-)
is well-defined (finite p-almost everywhere) and is dy integrable.

Convex analysis: For a set V' C R", we will denote its interior by int V', and the boundary
of this set is denoted by bd(V). If V is closed convex, then Ny (v) denotes the normal cone to
V at v € V and is defined as:

Ny (v) :={w e R"| (w,z —v) <0 Vz eV} 3)

where (-,-) denotes the usual inner product in R". We adopt the convention that Ny (v) = ()
if v € V. Obvious from the definition, the normal cone to a closed convex set is a monotone

operator, that is, if w; € Ny (v;), i = 1,2, then

(wy — wa, v — V) = (w1, V1 — Vo) — (Wa, V1 — Va) > 0.

S/ J/

(3);20 (3);§0

When V' is a closed convex cone, we denote by V°(¢) the closed convex polyhedral cone polar

to V' (q) with respect to usual inner product on R”, which is defined as:

Vo(q) :={w e R"|w'v<0,VveV(g} 4)

III. DYNAMIC MODEL FOR CONSTRAINED LAGRANGIAN SYSTEMS

In this section, we will describe the dynamics of nonsmooth Lagrangian systems using differ-
ential inclusions and briefly talk about their solutions. The observer will then be designed using

this formalism.
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A. Mathematical description

We consider mechanical systems with a finite number of degrees of freedom that are subjected
to the unilateral constraints described in (1b). The position variable ¢ € R™ is thus assumed to

evolve in a set that admits the following form:
®:={g R |hiq) 20, i=1,2,...,m}. 5)

The geometry of the set ® is determined by the functions h;(-), and the only condition we
will impose on the functions h;(-) is that they are continuously differentiable so that Vh;(-) is
continuous for each i. This allows us to model a large number of closed domains which may
even be nonconvex.

The convex polyhedral tangent cone V' (g) to the region ® at a point ¢ is given by:
V(g) :={veR"|vVhi(q) >0, Vie J(q)} (6)
where the set J(¢q) denotes the set of active constraints at g, i.e.,
J(q) :={ie{l,...,m}[hi(g) =0}

One can think of the set V' (¢(¢)) as the set of admissible velocities that keep the position variable
q(t) inside the set ®. In what follows, the notion of normal cone to the set V(g), denoted Ny (),

is instrumental. For v € V/(¢), we have

Ny) = qweR" lw=— " \Vhi(g),\; >0 (7a)
i€J(q)
=1

where the later equation, at once, shows the link with complementarity framework.

We now formulate the dynamics of system (1) as a measure differential inclusion:
dq = vdt (8a)

M(q)dv + F(t,q,v)dt € =Ny (g (ve) (8b)

where
u(tt) Fev(t)

/Ue(t) = 1 + e ) (8C)
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and e € [0, 1] is the coefficient of restitution. The initial condition is assumed to satisfy ¢y :=
q(0) € @, and vy := v(0) is such that v.(0) € V(qo). As a graphical illustration of the normal
cone Ny (), we consider the example given in Figure 1b, where the two constraint functions are
hi(qz,qy) = —q, +4 > 0, and ha(qs, q,) = q, — ¢2 > 0. Three different scenarios are depicted
in Figure 2 for this example corresponding to J(q) = {1} in Fig. 2a, J(q) = {2} in Fig. 2b,
and J(¢) = {1,2} in Fig. 2c.

B. Interpreting MDI (8)

The motivation for working with the MDI is that we are seeking a solution to the evolution
problem in the space of locally rchv functions to deal with possible collisions with the boundary
of the admissible set. Functions which are locally rchyv possess generalized derivatives that can
be identified with Stieltjes measure and equation (8b) precisely describes the inclusion of the
measure dv, associated with v(-), into a normal cone described by the constraint set .

a) When no constraints are active: It is noted that, if ¢ € int ®, that is, h;(q) > 0, for each
1 <i < m, so that J(q) = 0, then V(¢) = R" and consequently Ny (;)(-) = {0}. This reduces
(8) to ordinary differential equations described by ¢ = v and M (q)v + F'(t,q,v) = 0.

b) Post-impact velocities: It is also noted that the post-impact velocity determined according

to Moreau’s collision rule (or Newton’s impact law) is directly encoded in the MDI (8). To derive

\ —Nv()

(a) Cones for the case h1(q) < 0. (b) Cones for the case hy(g) < 0. (c) Corner case: hi(q) < 0Aha(gq

Fig. 2: Polyhedral cones for two constraints: hy(q) = —¢g, +4 > 0, ha(q) = g, — ¢> > 0.
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an explicit expression for the post-impact velocity, we proceed as follows:

M (q(t)[o(t]) — v(ty)] € —Nv(gee)) (ve(tr)) (92)
& vt —oty) € =M (q(te)) " Ny o) (Ve () (9b)
& g () = ot)] € =M(a(t) ™ Ny (aten (ve(t)) (%)
& ve(ty) —v(ty) € =M(q(te) ™ Ny(a)) (ve(tr)) (9d)
& Ve(tr) = Projusgu. (V(a(tr));v(ty)) (%)
& u(t]) = —ev(ty) + (1 + €) Projar(gy (V(a(ts)); v(ty)) 9

where proj,,(V(¢);v) denotes the projection of v on the set V/(¢) according to the kinetic
metric at ¢, which is defined by the inner product (v, w),,(,, = (v, M(q)w) = (M(q)v, w). In the
above expression, it is used that a normal cone is invariant under multiplication by a nonnegative
scalar in (9c). Expression (9e) is obtained using a well-known result from convex analysis that
relates the projection of a point on a convex set with the normal cone to the convex set at the
projected point.

One can also interpret MDE (8) at impact times in the sense that, we want to compute v(¢;)
such that v.(t;) belongs to the set V(¢(t)) while minimizing |ve(t,) —v(t; )| a(q(t,))- Thus, there
is an optimization problem to be solved in order to compute v(#;). One typically reformulates
this optimization problem using the framework of complementarity program [13] for which there
are already some efficient solvers. More precisely, we let

M(g)o(th) —ot)) == D AaVhalgr), Ao >0,a € T(q)

aeJ (qr)

where ¢ := q(t1), and )\, is computed from

0 < Ao L (Vhalagr), M(q)[v(t]) + ev(t;)]) >0, o€ J(q). (10)
The above complementarity relation is an equivalent way of writing

velte) € Vigy) and  (o(t) — v(ty), M{a) (0(tf) + ev(t;))) = 0.

which are the relations encoded in MDI (8).
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10

c¢) Continuous motion on constraint surfaces: Contact with the surface will not always result
in the discontinuities of the velocity variable v. From (9f), it is seen that, if v(t,) € V(q(tx)),
then we have v(t;") = v(t; ). The MDE (8) in case of continuous motion along the boundary of

the constraint is written as

M(q)o+ F(t,q,v) = — > AaVha( do > 0,0 € J(q)
aeJ(q)

where )\, are again obtained through the relation (10). We see that (8) encapsulates switches
to lower dimensional systems, thanks to the the existence of suitable multipliers (i.e. contact
forces) calculated from a complementarity problem.

The formulation for constrained mechanical systems, as in (8), was pioneered by J. J. Moreau
[24], and the MDI (8) is called a second order sweeping process (because the constraint set
for velocities appearing in (8b) depends on the state variable ¢(-)). Further details on inclusions
of type (8) and comparisons with other modeling frameworks could be found in [8, Section
5.3]. For our purpose, it is seen that the observer design given in Section IV is partially aided
by this compact formulation. It is noteworthy that there is a close link between the sweeping
process in (8) and so-called complementarity Lagrangian systems, see e.g. [2, Section 3.6], and

the examples in Section VII.

C. Assumptions on System Data and Solutions

The solution of MDI (8) is considered in the following sense:

Definition 1. A solution to the Cauchy problem (8) with initial data (qo,vo) € ® X V(qo), over
an interval I = [0, T, is a pair (q,v) such that v(-) is rcbv on I, q(t) = qo+ [ v(s)ds; q(t) € @
and v.(t) € V(q(t)) for all t > 0; and furthermore, there exists a positive measure (represented
by) du such that both dt and dv possess densities with respect to du, denoted by dt/du, and
dv/du respectively, such that

() + F(t,q.0)

M(q)— 0

m (t) € =Ny gy (ve), dp-a.e. on 1. (11)

The choice of the measure dyu is not unique since the right-hand side of (8) is a cone. However,
by Lebesgue-Radon-Nikodym theorem, the functions dt/du(-) € L£,(I, R;dp) and dv/du(-) €
L1(1,R™; dp) are uniquely determined for a given dj.
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11

The problem of existence of solutions for evolution problems (1) has been studied for a long
time. Earlier results on this problem dealt with the single constraint case (m = 1) and one
may refer to [22, Chapter 3], [32] for results in this direction. The basic idea in these works
is to introduce a time discretization scheme, either at position level [32] or velocity level [22]
to construct a sequence of approximate solutions which is shown to converge as the step size
converges to zero. For several unilateral constraints (m > 2), the existence and uniqueness has
been proved in [3] under analytic assumptions on the data using the solution theory for differential
equations and variational inequalities. Building on the results derived in [20], the most relaxed
conditions, under which the existence of solutions has been proved using discretization at velocity
level, have appeared recently in [14] for the inelastic case (e = 0), and in [15], [31] for general
values of e € [0, 1]. Based on the work of [31], the following regularity assumptions are required
on the system data for the existence of solution, and are also needed for the observer design:
(H1) The function F'(-,-,-) is continuous and is continuously differentiable (C') with respect to

its second and third arguments.
(H2) The mapping M (-), from R" to the set of symmetric positive definite matrices, belongs to

class C' and there exists 0 < \ u < Ay such that
Auv)? < oTM(q)v < Auo* V(g,v) € D x R™. (12)

(H3) For each i € {1,...,m}, the function h; € C'(R",R), its Euclidean gradient Vh;(q) is
locally Lipschitz continuous and does not vanish in a neighborhood of {¢q € R" | h;(¢) = 0}.
(H4) The active constraints are functionally independent, i.e., {Vh;(q)}ics(q is linearly inde-
pendent for all ¢ € P.
Without recalling the formal result on existence and assuming that a solution exists in the sense
of Definition 1 under hypotheses (H1) — (H4), we only collect the properties of the solutions to

system (8) which provide more insight.

D. Solution Characteristics

1) Regularity of state trajectories: The function g is absolutely continuous, but not necessar-
ily everywhere differentiable. The velocity v(-) is a locally rchv function, for which the left and

right limits are defined everywhere. The acceleration is represented by the measure dv and can

May 28, 2015 DRAFT



12

be decomposed as a sum of three measures: an atomic measure du,, Lebesgue measure dt, and
a measure associated with singularly continuous function d. i.e., dv = dp, + 0dt + dpe + dpige.
2) Countably many impacts: The set of impact times, at which v(-) is discontinuous, is at
most countable. One may simply take du, = Y, 0[v(t]) — v(t;)]d;,, where &, is the Dirac
impulse at time 5, and {{j};>o is an ordered sequence of impact times. Thus, the formulation
(8) does not exclude the Zeno phenomenon (with a finite or infinite number of left accumulation
points). However, if e = 1, then it is shown in [4] that there exists a constant pr(g(0),v(0)) >0
such that ¢;11 — t > pr(q(0),v(0)), for each ty, ;.1 belonging to a compact interval [0, T].
3) Non-uniqueness and Continuity of solutions: The solution of system (8) is unique if
the system data is analytic [3], but in general, it may not be the case. Even under the ana-
lyticity assumption, the solutions may not vary continuously with respect to initial conditions
under the hypotheses (H1) - (H4). For this to hold, there is an additional condition on the
set {Vhi(q)}ics(q given in [30], which states that for e = 0, the active constraints must
satisfy (Vh;(q), M~*(q)Vh;(q)) < 0, and for e € (0,1], (Vhi(q), M~*(q)Vh;(q)) = 0. The
work of [16] assumes this condition because their design is based on closeness of solutions (in
graphical sense) with respect to initial conditions. However, our observer design doesn’t require

this property and hence no such condition is imposed in our results.

IV. OBSERVER DESIGN

We now address the problem of designing observers for the systems considered in Section III.
It will be assumed that the position ¢(-) is the measured variable, and the objective is then to
design an estimator which either estimates the full state (¢, v), or only the unknown velocity v
of the moving particle. The class of state estimators that we propose for this purpose comprises

a differential inclusion with state z := (2], z, )| € R% satisfying

Z = Fl(t,q, Z) (133.)

M(q)dzs + F5(t,q, 2)dt € =Ny (g)(0e) (13b)

where 0.(t) € R™ is given by
X o(tt) +ev(t™)
(1) = . 14
be(t) T+e (14)
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13

The state estimate (¢(t),(¢)) € R*" is defined as:

4= fi(z1,9) (15a)
0= 2+ fo(21,9) (15b)
z z 9 . . .
and the function | | flg,2) = filz1,9) i1s assumed to be a diffeomorphism
29 2o+ fa(21,9)

for each ¢ € R™, so that the function f~!(q,-) is well-defined and continuously differentiable.
Choosing the functions F, F, and f1, f5 is a part of the design procedure and we will give two
possible ways of choosing these functions so that the estimate (g, 0) converges asymptotically
to the actual state (¢, v). Moreover, it will be shown that, under certain regularity assumptions
on the functions F', F» and fi, f5, there exists a unique solution to the proposed observer (13).

Before proceeding towards these main results, we choose to rewrite the observer dynamics in

(q,v) coordinates

i(t) = Fi(t,z, ) (16a)
M(q)do + Fy(t, 2, 7) € =Ny (g (2e), (16b)
where, for brevity, we let
fay AN L afl 1 afl
Fl(t,ZE,CB) T alel(t7qvf (q7$))+ aqv (16C)
- AN L -1 af2 1 afZ

This new description of the observer dynamics also provides an insight about its mechanism.
Equation (16b) basically tells us that the estimate v is constrained in the same way as the actual
velocity v. The nonsmooth behavior in the velocity variable is due to the forces that belong to
the set Ay, (v). By measuring the position variable, the set 1 (g) can be computed at each time.
One then uses the monotonicity property of the normal cone operator Ny, (-) in analyzing the
error dynamics to show convergence.

In Sections V and VI, we will show that the proposed observer (16) has the following two
properties, respectively:

« Well-posedness: For each absolutely continuous function ¢(-), there exists a unique locally

rcby function 0(-) obtained from (13)—(15).

« Error convergence: The estimates ¢(-), v(-) converge to ¢(-),v(-) asymptotically.
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14

Before proceeding with these technical results, note that the original system may not have unique
solutions, but the observer has the property that it generates a unique trajectory corresponding
to the each function ¢(-) observed as an output of system (8); see [10, Remark 3.3] for further

explanation along these lines.

V. OBSERVER WELL-POSEDNESS

The estimator (13) is actually an evolution inclusion in which the multi-valued function
Ny (g (+) is closed and convex valued. It is noted that the function ¢(-) is seen as an external
“input” by the observer and hence V'(¢(+)) is seen as a time-parameterized multi-valued function
that does not depend on any of the internal states of the estimator. This makes the observer (13)
a sweeping process of first order. We will basically prove the well-posedness result for the
differential inclusion

M (q(t))do + g(t,0)dt € _NV(q(t))(@e) (17)

under certain regularity assumption on the function ¢(t,?). Using this result, it will be shown
that the observer (13) can be transformed into a system of form (17). The solution to system (13)
is interpreted in a sense similar to Definition 1.

Let us now state the following result on existence and uniqueness of solution to (17). This
is a fundamental step since existence of solutions secures that the error stability analysis is
meaningful, while uniqueness property secures that the observer output is unique for a given

plant trajectory, as stated earlier.

Theorem 1. Consider the differential inclusion (17) under the hypotheses (H2)—(H4), and V (q)

defined in (6). Assume that the function q : [0, T] — R" is absolutely continuous, and that the
function g : [0,T] x R" — R™ satisfies

lg(t,01) — g(t,09)] < Cyul01 — 0o, V01,00 € R", Vt €[0,T] (18)

9(t.0)] < Cou(1 + 1], Yt € [0,7) 19)

for some constants Cy;,Cyp > 0. Then the system (17) is well-posed, that is, there exists a

unique solution v € BV ([0, T];R™) for any initial condition ©(0) € V(q(0)). Moreover, it holds

that
be(t) € V(q(t)), Y telo,T]. (20)
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The result on existence and uniqueness of solutions for MDI (17), stated in Theorem 1, is
important in several respects:

(a) The multivalued operator on the right-hand side is non-compact, time-varying and the
variation of this set-valued map (measured using Hausdorff-distance) is not of bounded
variation.

(b) Even though the interior of V' (g) for each ¢ is nonempty, in general, there does not exist
any common open ball of which is contained in V' (q), for each ¢ € ®.

(c) The argument of Ny () is not simply the state © but rather a weighted sum of pre- and
post-impact values of 0(-).

(d) The mapping ¢ — V(q(t)) is lower semicontinuous (because ¢ +— ¢(t) is absolutely
continuous and ¢ — V'(q) is lower semicontinuous).

Because of these reasons, we cannot use the existing results on solutions of first-order sweeping

processes, for example [22, Chapter 2], in a straightforward manner. Moreover, the numerical
implementation of the examples considered in this paper (see Section VII) is based on a time-
discretization procedure and the proof of Theorem 1 shows that the proposed sequence of
discretized solutions indeed converges to a unique solution of system (17). With this motivation,
we work out a formal proof of Theorem 1 in this paper. In this section, we will only develop
an outline which shows all the steps involved in the proof and for some of these steps, detailed

calculations are given in Section VIIIL.

A. Applying Theorem 1 to Observer (13)

Our goal is to show that the proposed observer (13) can be written in the form of (17), and
that the hypotheses of Theorem 1 hold in this case. To see this, one can rewrite the description

of the observer in (16) as follows:

I 0 dg Fi(t, q(t), v(t),d,) g
N Al ] € —Nrrxv(g) NE (21
0 M(q(t))| \dv Fy(t,q(t),v(t),q,0) e

The underlying reasoning between this transformation is that Ns, «s,(G, 0) = N, (§) XN, (0), for

~

g € 81,0 € Sy, and Sy, S, being closed, convex subsets of R™. Let ﬁ(t, T) = R -
_FZ(t> Q(t>7 U<t)7 q, U)
where we see ¢, v as functions of time, and use the notation & := (¢',9")". We now have the

following corollary:
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Corollary 1. Consider the differential inclusion (21) under the hypotheses (H2)—(H4), and V (q)
defined in (6). Assume that the function q : [0, T| — R™ is absolutely continuous, v : [0,T] — R™

is a function of bounded variation, and that the function 2 [0, T] x R?" — R*" satisfies
|F(t,&1) — F(t, )| < Cplin — da| Vi, 32 € R™, Yt €[0,T)
|F(t,2)| < Cp,(1+|2]), YieR™ Vtel0,T].
for some constants Cﬁ,l’ Cﬁ,b > 0. Then the system (21) is well-posed, that is, there exists a

unique solution ¢ € AC([0,T],R"™), 0 € BV ([0, T];R™) for any initial condition (4(0),0(0)) €
R™ x V(q(0)). Moreover, it holds that

be(t) € Vig(t)) v telo,T). (22)

The proof of this corollary is a direct application of Theorem 1 where we work with the
augmented variable (G',d")". The hypotheses stated in Theorem 1 for (17) also hold for (21).
However, Corollary 1 claims that ¢ is absolutely continuous, whereas Theorem 1 only guarantees
that ¢ is of bounded variation. This extra regularity on ¢ follows due to the fact that ¢ dynamics

are basically unconstrained and are obtained by integrating F} (¢, ¢(t), v(t), 4, ).

B. Proof Outline for Theorem 1

Consider a partition P of the interval [0, 7] given by:

P = {tp;,0 <i< Np}, O=tpo<tpi1 <tlpo<...<tpny,=T
and let
1779,0 = g (23a)
opi = —€lp 1+ (14 €) projy,, |0pi—1 — ﬁ 5:Gpi Vp (23b)

where Gp; := ftt;ﬂ g(s,0p,i—1)ds and Mp; := M(q(tp,;)). One can then define a piecewise

constant solution 0p(-) for each partition P as follows:

X Up;  tE[tpitpit1)
bp(t) 1= (24)

QA)p’NP t:th-

May 28, 2015 DRAFT



17

The motivation behind defining the successive elements of a piecewise constant solution using
(23b) is that? :

1 -1

= proju, . |0pic1 — ——Mp,Gpi, Vp,
p JMp,Z |: P7 1 1+e P,l P? 737:|

Opi + elp i1
1+e

. . Up;+ elp i1
= Mp;(Up; —Vpi—1) + Gp; € —/\/’Vp,i (—

1+e
which is a quite natural discretization of (17).

In the sequel,

« a uniform bound (with respect to P) is derived on |0p| in Section VIII-A, and

« an estimate of the total variation of Up over a compact interval is computed in Section

VIII-B.

Using these bounds to invoke a generalized version of Helly’s first theorem (see Theorem A.2
in Appendix A), there exists a filter  finer than the filter of sections of P, and a function of
bounded variation v : [0,7] — R™ which is the weak pointwise limit of vp(-) with respect to
F. Since we are working in the finite-dimensional setup, ©(-) is a strong pointwise generalized
sublimit of 0p:

lim [o(t) — op(t)] =0 V€ [0,T], (25)

The next step is to show that v(-) obtained above is indeed a solution to system (17). We
demonstrate it by showing that

« the differential inclusion (17) holds at continuity points of ¢ (Section VIII-C), and

« the inclusion (17) is satisfied at discontinuity points of v (Section VIII-D).
The fact that 0.(t) € V(q(t)) follows due to closedness of V(q(t)). To complete the proof, it
remains to show that the solution to (17) is unique, which basically follows due to convexity of
V(q(t)) and Lipschitz continuity of g(¢,-). To see that, let 9'(-), 9%(-) be two solutions to (17)
with 91(0) = ©%(0), then there exists a measure dji such that

dvt o dt .
M (q(t t t, ) —(t) € — 0 =1,2.
() g7 () + 9(8,5) 7(0) € =N (@), i =1,

>We use the fact that for a convex set V, it holds that = = arg min, .y |z — y|a, that is, = is the projection of 2 onto V'
with respect to the norm induced by a symmetric positive definite matrix M, if and only if (M (z — z),y —z) <0,Vy € V &
M(z —z) € Nv(z).
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Using the monotonicity property of the normal cone, we get

(a0 (0= -0 00— 20 ) <lafe.#0) - gt O] -0 - ).

Since ¢(t,-) is Lipschitz, and ©'(0) = 9?(0), the above inequality becomes

A 2C, N N .
o — baf? < 204 [ 101(6) = #2(5) ().
R

aM

One can now invoke the Gronwall-Bellman like lemma for functions of bounded variation [18,
Lemma 4], to get

|01 — 99]* <0,

whence it follows that 0'(¢) = 92(t), for ¢t € [0, T).

VI. ERROR STABILITY ANALYSIS

In this section, we address the convergence of the estimation error to zero. In what follows,
let x := (¢",v")", 2 := (¢",9")", and let the state estimation error be denoted by 7 :=

(q",o")T := 2 — 2. The main result on convergence of error now follows:

Theorem 2. Assume that there exists a symmetric positive definite matrix-valued function R :

R™ — ]RQnXZn’ q— R(Q),

RH 0
R(q) =
0 M(q)
and a constant 3 > 0 such that
v—F t,x,x .
' R(q) WD) L 5T R0 < B R@A (26)

—F(t,x) + Fy(t, x, 2) — -
=v'M(q,v)v

then the state estimation error decays exponentially, that is,
|Z(t)] < e (0)].

The statement of Theorem 2 basically requires us to choose a state estimator where the
unconstrained ODEs result in error dynamics which are dissipative with respect to a quadratic
Lyapunov function. The matrix that determines this quadratic form has some structure described
by R(q). We will show in Sections VI-A and VI-B that two possible observer design techniques

for unconstrained Lagrangian systems could be tailored into the framework of (13), and satisfy
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the conditions for well-posedness listed in Theorem 1 and the stability requirements given in

Theorem 2.

Proof of Theorem 2: The error dynamics are defined as

j=v—F(tz,2) (27a)
M(q)do + F(t,x) — Fy(t, 2, ) € —(n — ) (27b)

where

n € Nvve) and 7 € Nyg(0e)

and v,, U, are defined as in (8c) and (14), respectively.

In what follows, we fix du = dt + du, + dji,, where the atomic measure dpu, (respectively
dji,) is supported by the time instants at which v(-) (respectively 0(-)) is discontinuous. It is
seen that dt + du,, and dt + dji, are absolutely continuous with respect to du and hence the
densities j—Z(-) and %(-) are well-defined on the complement of a du-null set.

Pick W(q,Z) = 2" R(q)Z, then W(-) is locally rcbv using the chain rule [26, Theorem 3],

and its differential is computed as follows:

W4y = @) + 2(6) T R(g)

dx 0 q
o (1. @8

— (2t T R(q(t)z(tT)) =

)50 + 5 Ra@)F(t) 3
) ) .. . . dt ) .. dq

At time ty, if there is a jump in v(-) or o(+), then @(tk) = 0, which also implies that @(tk) =

d dt dq
q(tk) i —(tx) = 0, and @(tk) = 0 from (27a). We thus obtain:

dt
aw dv N o . -
dp ——(t) = (o + ;)" Mk@(tk) = (0 + ) My(0f —5y,),
where we used the notation o = 0(t]), o, := 9(t;,), and My, := M(q(tx)). We can rewrite

the above expression as:

aw o+ T ~— (1_6) ~+ _ ~—\T ~+_~7_(1_e) ~+ _ ~—\T ~t o~
dp ——(tr) = 07 T My — 0 T My, + 1+ )(”k by, ) My (0 —vy) (1+e) (O —1y,) My(vy — o)
— ﬁ [(L+e) (07 T Myoyf — &, T My ) + (1 —e) (55 — &) T My (5 — )]

1—e¢

~—~
~—

(Ulj_@k) My,(0 — o)

(1+e)

_ 2 ST st =T T T G i

 (1+4e) (00" Myty; — ety Mty — (1= e)oy " Moy | = 1+e) (O — o) My (3]} — 0;)
2 1 —

= oy (ML = 900, +00) — g 0 = T MTE — 7).
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Substituting M (q(tx)) (07 — 0~) = —(nx — k), the above equation becomes

aw oF + ev;, (1—e)
o - _9 _a k k _ + _ 5 M _ 2
)= =2 (m =i BT G - ) TG - o). @9
By definition (see (3)), it follows that
M € Ny (gt (ve(tr)) <= (0,0 — 1) > 0 (30)
Mk € Nv(qe) (Oe(ti)) <= (0, ve = 0e) <0 31)

which in turn implies that

(e = s Ve (th) = Ve(tr)) > 0

or equivalently,

~+ ~
. Uy +evy
— Ny, ———= ) > 0. 32
<77k = e >_ (32)

Using the inequality (32) in equation (29), we get
aw l1—e
du (1+e)

Thus, when 0 < e < 1, we have a strict decrease in the value of Lyapunov function W (-) at

(5 —0,) " My(5 — ) <0. (33)

jump instants, and TV (-) at most remains constant for the case e = 1.
If t # t;, then we are interested in computing ‘;—Z(t), where j. denotes the continuous part
of the measure i, that is, p. is the sum of the absolutely continuous component of ;v and its

dpic
singularly continuous component. In particular, di(t) =1 when t # t;, and
1

0 = (R@3. 520 = 50 ) + L GORGO)H0) 0
_ozT v— Fy(t, z) dt
=22 (R) —F(t,z) + Fy(t,z, &) ] d an?
dt

= 0" () —0) + () R(q(t), v(t))a(t )du(t)

In the above expression, ©' (n—17) > 0 because v(t), 4(t) € V(q(t)) for all t at which v, © are
continuous, due to which (n,v —v) > 0, and (1, v — 0) < 0. It now follows under condition (26)

that

aw dt

RO U (34
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Since we had fixed dyu = du. + dp,, and W is non-increasing at the atoms of dpu, because
of (33), and decreasing exponentially with respect to continuous measure due to (34). One can
now invoke the chain rule for differential of bounded variation functions [26] to arrive at the
following inequality (the formal arguments can also be found in our recent work [37, Proof of

Theorem 1]):

W(t) < e PW(0) = |o(t)] < i—ze—%@)\.

for all ¢t > 0. [

It is worth mentioning that, in order to deal with discontinuities of v., we don’t just consider the
classical derivative of the storage function, but instead compute the density of dWW with respect
to dp. We also remark that the condition (26) was introduced explicitly to obtain dissipation of
smooth part of the error dynamics with respect to kinetic metric. It basically highlights the fact
that if there is any observer available in the literature for smooth Lagrangian systems for which
the continuous error dynamics admit Z " R(q)Z as the Lyapunov function, then those designs could
be embedded into the formalism of (13) to arrive at a different criteria for error convergence.
We now show two particular instances of how observers in the literature for unconstrained
Lagrangian systems can be modified to fit in the framework of (13), and satisfy the conditions

required for well-posedness and convergence of state estimation error.

A. Full-Order Observer

In order to arrive at a result on convergence of velocity estimation error, we introduce additional
structure on the nonlinear term F'(¢,q,v) which is natural for Lagrangian dynamical systems.

We suppose that the following assumption holds:
Assumption 1. The velocity v(-) obtained as a solution to (8) stays bounded, that is:
v(t) e B, ={veR"||v <C,} Vt>0. (35)

The following properties are satisfied by such systems [28]:
(P1) If M(q,v) denotes the derivative of the mass matrix, then M (q,v) — 2C(q,v) is a skew-
symmetric operator, that is, o (M (q,v) — 2C(q,v))o = 0, V& € R". Here, C(q,v)v is

defined using Christofel symbols and denotes the Coriolis and centrifugal torques.
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(P2) There exists a constant C's(q) > 0 s.t.
1C(g, VIl < Culg)lo], Vv eB,. (36)

Before describing the observer dynamics, we let F(t, ¢, -) denote the Lipschitz extension® of

F(t,q,-) from B, such that there exists Cr(t,q) satisfying
’F<t7 Q7vl) - F(t qan)‘ < CF(tv Q) ' ‘Ul - U2’7 V'Ul, Vg € R™

and it is understood by definition that F(t,q,v) = F(t,q,v) for v € B,. The idea of using
Lipschitz extension of the system vector fields for state estimators appeared in [33].
The following full-state observer is an adaptation of the design presented in [6] for uncon-

strained Lagrangian systems:

21 =29+ La(q — 21) (37a)
M(q) dz + F(t,q,0) dt — (Lp1 + M(q)Ly2)(q — 21) dt € =Ny (g (0c) (37b)
where we let the estimates to be*
q=n (37¢)
U = 29 + l4q. (37d)

It is seen that the observer (37) indeed fits within the general framework proposed in (13) and
satisfies the assumptions required for well-posedness.

The matrices L, and A are symmetric, positive definite, and the matrices Ly and L, are
defined as follows:

Ld = ldI + A, LP2 = ldA

3For a locally Lipschitz function F(t,q,-) : B — R", the function F(t,q,-) : R™ — R™ is called the Lipschitz extension
of F(t,q,-) from B C R™ if F(t,q,-) is globally Lipschitz over R™ and F(t,q,v) = F(t,q,v) for all (t,q) € R x R™ and
v € B.

“The definition of 9 considered in [6] is different than the definition of ¢ considered here. In [6], the authors take © = 22 +Lq4q,

™ in our calculations is a linear

whereas in our definition ¥ = z2 + l4q. Due to this difference, the error variable (QT,TJ
transformation of the error variable considered in [6]. The reason for introducing this linear transformation is that it allows us

to work with a quadratic Lyapunov function % " R(q)% where R(q) is block-diagonal as required in the statement of Theorem 2.
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for some scalar /; > 0. One can equally write
G=10-Ag—q) (38)
M(q)dv + F(t,q,0)dt — Ly (q — §)dt — laM(q)(v = 0)dt € —(1 1) (39)

Corollary 2. Consider system (8) under hypotheses (HI) - (H4) and assume that the proper-
ties (P1) , (P2) , and Assumption 1 hold. For the estimator (37), if l; > 0 is chosen such that

the condition

Arla > Cr(t,q) + Cyu(q)Cy + B

is satisfied for all (t,q) € Ry x ®, and some constant 3 > 0, then the estimates ¢(-),0(-) given

by (37c) and (37d) respectively, converge to q(-),v(-) exponentially, that is, for some ¢ > 0,

[o(t) = 0(t)] < ce™]v(0) — (0)]. (40)

Proof. To show that (26) holds, we let Ryy := L1, Fy(t,z,&) = o — A(g—§), and Fy(t, z, &) =

F(t,q,0) — L(qg —q) — laM(q)(v — 0), and observe that

G Ly (v—AG)+ 0" (=F(t,q,v) + F(t,q,0) — LG — 1aM(q)3) + 0" M(q,v)d

IN

—G LaAG— 140" M(q)o + 0" (F(t,q,0) — F(t,q,v) + C(g,v)d)

A\

< —G" Ly AG — Lady |01 + [0|(Creg) (@)]8] + Car(q) Col])

< —G"LaAG— Bl

and the exponential decay of the state estimation error now follows from Theorem 2. 0

B. Partial-Order Observer

One can also design a reduced order observer to show that the conditions of Theorem 2 hold

in such case. Consider the following state estimator

M(q)dz+ F(t,q,0)dt — lzM(q)odt € —Nv(g)(0e) (41a)
where we let
q(t) =q(?) (41b)
o(t) == 2(t) — laq(t), (41¢)
L D(tT) Fen(tT)
Ve(t) := Tre (41d)
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and ¢(-) in (41a) and (41c) is an absolutely continuous function of time which is obtained
from (8) as the measured output. The initial condition ©(0) € V(¢(0)). Once again, it is seen
that the observer (41) falls under the class of estimators proposed in (13), and satisfies the
regularity conditions stated in Theorem 1 for well-posedness. For error convergence, we have

the following result similar to Corollary 2.

Corollary 3. Consider system (8) under hypotheses (HI) - (H4) and assume that the proper-
ties (P1) , (P2), and Assumption 1 hold. For the estimator (41), if the constant l; > 0 is chosen

such that the condition

lady > 2C,Cun(q) +2Ck(t, q) + B, (42)

for all (t,q) € Ry x ®, and some constant > 0, then the velocity estimate 0(-) given by (41c)

converges to v(-) exponentially, that is, for some ¢ > 0,
lv(t) = o(t)] < ce P |v(0) — 5(0)]. (43)
Since we have chosen ¢(t) = ¢(t), we have ¢(t) = 0. We let ﬁl(t) = v(t), and observe that

o' (=F(t,q,v) + F(t,q,0) — l4M(q)0) + 17TM(q, V)0

< 15 M(q)o + 5 (F(tq.8) — F(t.q.0) + Clg.0)0)
< —lgAy |0 + 19/(Cr,q) (@) 0] + Car (@) Co|0])
< —B|of*

from where (26) follows and Theorem 2 can now be invoked to show the asymptotic convergence

of the state estimate.

C. Passivity Interpretation

Lagrangian systems are basically modeled such that the total energy, that is, the sum of kinetic
and potential energy, of the system decreases with the passage of time. The kinetic energy is
obtained by the quadratic form of v induced by the symmetric positive definite mass matrix
M (q). When dealing with impacts, the kinetic energy actually dissipates at each impact. This
allows one to state the dissipativity of Lagrangian systems subjected to unilateral constraints and

impacts, see [8, Sections 6.8.2 and 7.2.4].
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Inspired by these preliminary results, the basic idea behind the observer design is to realize
an interconnection of three passive blocks as shown in Fig. 3. To analyze the passivity of each

one of these blocks, we introduce the variables

o 0o
X = R(q)x + R(q,v)Z, v:= e )
(n—1)
It is then seen that
o We have a passive interconnection from x + v to Z:
T T dW
o)z [ FT s = [ Dndn = W 0).500))
0 0

v— Fy(t,z,7)

—F(t,x) + Fy(t, z, &)
chosen such that the condition (26) holds, so that

(=X T) 1, = —/0 X(s)'2(s) ds > /0 ' (5)R(q(s))x(s) ds > |3

where ¢ > 0 is some constant, and ||Z||> denotes the L, norm.

« Also, x = R(q) + #"R(q,v)# and the output injection gain is

« Having chosen W (q, %) = Z" R(q)Z, the above two items guarantee that the error is actually

decreasing during the continuous motion of the error dynamics, so that

aw
dp

() < —(n—1n,0(2)) -

Error variable | T =
dz
—x | Error dynamics with
output injection

(Monotone operator\
o n e M V(g) (ve)

i€ Nvg)(0e)

<{)€7n_ﬁ> ZO

Fig. 3: Interpretation of error dynamics (27) in terms of passivity.
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In equation (29), it is shown that at any instant ¢; where ¥ jumps, we have

dW 2
2 ) = _(1 +e)

dp
Next, we invoke the monotone property of the normal cone to convex sets which results

<77 - f]a {}e(tkz» :

in (n —n,7.(t)) > 0. This last argument could also be interpreted as saying that we have

passivity from v, to —(n — 77) with respect to the storage function W (-).

D. Sensitivity to the Coefficient of Restitution

The coefficient of restitution e depends on various physical factors, and in general it is hard
to get an accurate value of this coefficient. For designing estimators, it was assumed that this
coefficient e is known exactly and is taken to be the same as the one that governs the real plant
dynamics. A natural question to ask now is to what extent the results presented in this manuscript
are robust with respect to variations in the parameter e. In order to analyze this situation, we
work with some value of coefficient of restitution ¢ for our estimator, and it is assumed that
¢ = e + 0. where 6, is sufficiently small. The observer we will simulate in this case is exactly
the same, however, U, is now defined as

0. (6) = @(mli éév(t)'

It can be assumed without loss of generality that ¢ € [0, 1]. The results on well-posedness
of the observer dynamics hold in exactly the same manner. In the analysis of stability of error
dynamics at jump instants, however, we see that the error after the jump may not decrease due

to this uncertainty in the value of e. The exact expression comes out to be

dW (1—eé) . _ N _
T < - "7 (5t T M +
d,u (tk) — <1+€é+2€>(vk Uk) k(vk Uk)

— 20, (My(TF — o), v — v,;> ,

where the last term can be bounded by a term which is linear in |0;” — 0; | because |v| < C,, by
assumption. Thus, the error at jump instants may increase due to uncertainty in the value of e,
but due to the strictly negative first term, the discrete dynamics are input-to-state stable with d,
as the input. Through standard calculations one can find a ball around the origin, parameterized
by J., where the state estimation error converges as k tends to infinity. Since, we allow for Zeno

phenomenon, this may happen in finite time. However, between two discrete events, if one can
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guarantee a certain bound on flow time, then the effect of §. will diminish during that time. Note
that the time between two Zeno phenomena is actually controlled by the external forces. Thus, if
certain restrictions are imposed on the external forces which do not allow accumulations of jumps
to occur too often, then error dynamics will still be convergent despite the small uncertainties

in the knowledge of e.

VII. NUMERICAL IMPLEMENTATION — NEEDS TO BE REVISED

We now give some remarks on how to execute the measure differential inclusion of type (13).
Since the solutions are allowed to accumulate in finite time, the classical event-driven schemes
are not suitable for simulating such systems. We therefore propose a time-stepping scheme to
simulate (13), inspired by the Moreau-Jean algorithm [2]. It works as follows: Consider the time
interval [0, 7] and a sampling time 7, small enough. With z(0) arbitrarily chosen, we want to
solve for z(tx11), tx = k7s, k € N, and on the interval [ty,t;11), z is obtained through some
interpolation techniques. In the sequel, we discuss how to compute z(;.1) by addressing two
cases.

Sampling interval without impact: The easier case is when it is known that the measured
position ¢ does not have any contact with the boundary of the set ® over the entire interval
(tk,tg+1). In that case, V(q(t)) = R", for each ¢t € (tg,tr4+1] and the multivalued part on
the right-hand side of (13b) is reduced to {0}. We then obtain z(t;.;) by classical numerical

integration algorithms. For example, using a semi-explicit Euler’s method, we obtain:
21(trs1) = 21(tk) + 71 (Te1, q(t1), 2(8)

2o (trr1) = 2(te) — 7o (M(q(tre)) ™ Faltpsr, ¢(tesa), 2(tr)))

and the discretized state estimates are defined as:
G(trt1) = fi(z1(tes1), q(tes))

0(th1) = 22(thsr) = f2(rr, 21 (Ekr)-
Sampling intervals with impact: If, however, the contact between ¢ and ® is detected during
the interval (tx,%;41] then we basically reformulate the inclusion (13b) as a complementarity
relation to determine the post impact value of 0. In order to state the desired complementarity

relation, suppose that the contact happens at some time ¢ € (tx,tr.1], that is, he(q) < 0, for
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some o« = 1,...,m, where ¢ := ¢(t). It follows from the inclusion (13) that:
A1) = 2(17) € =M(9) ™ Ny g (2e(1))

and from the definition of V'(g), it follows that

S(F) — 2(F) = Z))\a M]y;/gé’;g&ég”, A > 0,0 € T(q).

aeJ(q

We are thus interested in finding the value of \,, a € J(q). Also, it follows by definition that
Ue(t) € V(q) and @(FF) — ﬁ(f‘),@(f*) + e@(f‘)>M(q) =0.

The preceding relations are in turn equivalent to solving the following complementarity problem:
M~ (q)Vha(q)
[M=2(q)Vha(q)]

In theory, solving for )\, allows us to compute 9(¢*) whenever h,(¢q(t)) = 0. Knowing that

o<1 ( M@OE) + )20, aeT@. @

there might be infinitely many such instances in finite interval, running such an algorithm in
practice is not feasible on machines with finite precisions. However, note that the second term in
(44) is continuous with respect to the variable ¢ and since ¢ is an absolutely continuous function
of time, the value of \, will not vary a lot with respect to small variations in the value of ¢().
Hence, when implementing this algorithm on the computer, we replace ¢(t) with ¢(¢x.1) and
compute U(tg,1). With small enough sampling time, the resulting values of ¢ are still accurate
enough (see [2, Chapter 14] for numerical tests with various step sizes, in particular [2, Table
14.2], see also [23]). The important thing is to know which constraints were active during a
certain sampling interval. Thus, we don’t count the number of times q makes contact with the
boundary of ® during a particular sampling interval, we just count the number of constraints
that are active during a particular sampling interval. Since, there are at most m constraints, the

above algorithm is feasible for implementation as shown in the following examples.

A. Simulation Results

We now apply our results to the three systems described in Figure 1 given in the introduction.
Since the velocity variable is the only quantity of interest that needs to be estimated, we will
only implement the observer (41) for these systems. This observer has been implemented in the
software platform SICONOS [1]. The animations for the examples appearing in the sequel, and

several different cases, can be found online at [35].
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Fig. 4: Simulation of velocity estimator for 3-ball chain with e = 1, and no external forces.

Example 1. For the 3-ball chain with wall constraints given in Fig. la, let the position and
velocity of the center of the ball be denoted by ¢; and v;, respectively, ¢ = 1,2, 3. Also, suppose
that each ball has a unit mass, and have a fixed radius r = 0.5. The distance between the two

walls is denoted by [ = 15. The constraint relations for this systems are:
hi(g) =q—q —2r>0
ha(q) = g3 —qa —2r > 0
hs(q) =q —r >0
ha(q) =1—q3—1 > 0.

The simulation results are given in Fig. 4. The key aspect of our observer design is that the
estimated velocity respects the same constraints as imposed on the actual velocity of the system.
It is also important to note that not every impact of the ball with the ground causes a discontinuity

in 0(+), as can be seen in the transient response of the estimated velocity components.

Example 2. As a second example, we consider a particle of unit mass bouncing in two-
dimensional plane with a parabolic and linear constraint, see Fig. 1b. We denote the position

variable by () and the corresponding velocity vector by (u: ). The constraint relations are
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Fig. 5: Velocity estimation for a 2-degree of freedom mechanical system: A ball bouncing inside
a parabola with ceiling. The top plot shows the evolution of two gap functions h4(q) and hy(q)
with time. The middle and bottom plot show the velocity components v, and v,, along with
their estimates, respectively. The boxes in the center of these plots provides a magnified image

of the quantity of interest around the accumulation point ¢t = 4.5s.

defined as:

hi(q) =q,—q2 >0
h2<Q) :C_Qy Z 07

where we choose ¢ = 8 for the sake of simulations. Using the notation of (8), we choose
F(t,q,v) = 9.81, that is, the point mass is subjected to the gravitational force, and the coefficient
of restitution at impacts is e = 0.9. This choice eventually leads to accumulation of impacts in
finite time, as one sees from the plots in Fig. 5. Initially, when either of the constraints h; or hs
becomes zero, a jump in at least one of the velocity components is observed. The accumulation
of impacts is observed around ¢ = 4.5s, because the mass is being pulled downward continuously
by gravity, and the dissipative reaction force ( that acts on the particle to maintain the constraint
hi(q) > 0) reduces the norm of the velocity at each impact. Eventually, after the accumulation

point, we see that h;(q) remains identically zero and sliding of the particle on the reduced-order
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Fig. 6: Simulation of velocity estimator for a particle moving in a nonconvex hyperbolic billiard.

surface {¢q | h(q) = 0} is observed. Our velocity estimator replicates this phenomenon, and after

the initial transients, the estimates converge to the actual velocity of the particle.

Example 3. We now address the system depicted in Fig. 1c, which comprises a particle of unit
mass moving in a two-dimensional hyperbolic billiard. Using the notation used in Example 2,

the constraint relations that we consider are:

hl(Q) =1 — x4y >0
h2(Q) =1+ qzqy > 0.

One can see that the admissible configuration set for the position ¢ of the particle is nonconvex
and unbounded. Because of the particular shape of this admissible set, the trajectories of the
system show a chaotic behavior. In the center of the billiard, there are relatively few impacts,
but as the particle enters in one of the narrow tubes, the frequency of the impacts is very rapid
to the extent that it is not possible to put a lower bound on the time between two impacts.
When the particle comes out, there is again a phase where the impacts are relatively few. Such
a behavior makes the system also very sensitive to numerical errors. The animations on the

author’s webpage [35] may help understand this discussion better. However, if the position of
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the particle is exactly known, as it is assumed for our observer, the methods proposed in this

paper, also allow us estimate this kind of chaotic velocity trajectories, as illustrated in Fig. 6.

VIII. CALCULATIONS FOR THEOREM 1

In this section, we show calculations for the claims made in the proof of Theorem 1.

A. Estimate of a uniform bound on vp

It is assumed that |v(t)| < C, for all ¢ € [0,T7], so that ¢(t) € B(qo, C,T). Let Cy1/2 be the
Lipschitz constant associated with the mapping ¢ +— M'/?(q) on B(qy, C,T). The projection,
with respect to the norm induced by Mp; := M (q(tp;)), on the set V(¢(tp,;)) is denoted by Pp ;
and on the set M~ (q(tp;))V°(q(tp;)) by Qp;. We denote by Ay, A, the constants introduced
in (12) for the compact set B(qo, C,/ 7). Let up; be defined as:

. 1 _
Up,; i= Upi—1 — 1——|—eMP’1iGP’i‘ (45)

These notations are now used in deriving a bound on ¢p. Using Moreau’s two-cone lemma (see
Lemma A.l in Appendix A), we first get:

€ 1

0Pl ap, = [Pp.iup;) — eQpiup;) — 1—+€Mp,iGP,i Mp
€ -1/2

< [uplutp, + 1 Mp | - |G

. 1
< |0pic1|mp, + ——=|Gp,

Ay
<o MY* — MY? ) L ¢
< |opitlngp, s + [[Mp; — Myl || - [0pia] + T\ P.il
M

op i " o(s) ds - fopa] + ——IGs

< @P,'flM - +C 1/2/ v(s)|ds - 1773",1 + — Gp,‘.
' o M tpi—1 ' \/A_M z

Since vp(-) has the constant value 0p; on the interval [tp;,tp,;.1), the above inequality results

in:

)
Vaulte (e =\ Aulop (0] < 10pilan, — [6pi—tlam,
j=1

tp,; C tpi
S CMl/QCv/ |1§’p(8)‘ ds + g:b / (1 + ’7373(8” dS)
0 0

vV
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that is, for each ¢ € [0, 77,

X 1
lom(t)] < | 2M | + Sog 4 CM“C /yvp )l ds.
o

Applying the Gronwall-Bellman inequality for discontinuous functions [18, Lemma 1] to (24),

the following bound on |0p(t)| is obtained for each ¢ € [0,7], which does not depend on the

partition P:

A C by C Cy2C, C
[0p(1)] < M| fo) + =22t + [ 4/ S |o] + 20 exp M2 290 ) 1) < Clp
A Am An Crn2Cu/ Ay + Cyp Ay Am

(46)

where Cj,, is obtained by evaluating the right-hand side of the first inequality at ¢ = 7.

B. Estimates on the variation

For a fixed partition P of the interval [0, 7], we now compute the total variation of vp(-). For
conciseness, we drop the subscript P in the quantities appearing in (23) and (24). By definition,
we have

ﬁz’ = —6’82;1 -+ (1 + 6)3(&1)
Using Moreau’s two-cone lemma, we can write u; := P;(u;) + Q;(u;), so that
—(1+e)Qi(u;) — M;'G;. (47)
Since Q;(-) denotes the projection on V;* := M, 'V°(g;) with respect to the kinetic metric, we
take Q;(u) = 0 if J(¢;) = 0, in which case

|Gi|

—M

[ = i | = MG < 5=

Otherwise, if J(¢;) # 0, we have

Vha(%’)
Vh,l— (Qi>Mi_IVhoz<qi)

Qi(u) = Z (u, Vha(q:))” M Hy(q;) where H,(q) =

e (q:)
and (u, Vha(q))” := min{(u, Vhs(q)),0}. One may rewrite (47) as

0; — 0im1 = —(1+ ) (Qi(u;) — Qi(0i—1)) — (1 +e) (Qz(ﬁzfl) - Qifl('&ifl)) —(1+ 6)@%1(@'71) - Mi_lGi
(43)
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where
@z‘q(u) = Z (u, Vha(giz1))~ Mf_llﬂa(QiA)
acJ(q:)

We now compute an upper bound on the norm of the right-hand side of (48).
First term: It is noted using the contraction property of the projection map and the bound
derived in (46) that

1 1 G,
MG <

|Qi(us) — Qi(0i-1)| < Tltedy

(49)

1
——u; = V1| £ ————
T o

where | - |; is used as a short-hand for | - |5z, , when the partition P is considered to be fixed.

Second term: Under the hypothesis that Vh,(-) is locally Lipschitz continuous, for each
a=1,---,m, and that ¢(-) evolves within a compact set over the interval [0, 77, there exists a

constant ('}, such that
(Vha(qi) = Vha(gi-1)| < Chlgi — qioa| < ChCylts — tia], Vit tin € [0,T].  (50)
Similarly, since M ~1/2(-) is locally Lipschitz continuous, there exists C; > 0 such that
|Ho(q:) — Ha(qi-1)| < Crlgi — qioa| < CuCy(ts —ticy), Vit tiq €[0,T]. (51)
Thus, we get

Qi(bi-1) — Qi—1(0;-1) = Z (Di—1, Vho(g:))” M; "Ha(g;) — Z (D11, Vha(qio1))” M\ Holqiy)

aeJ(q;) acJ (q:)
= Z ((Di—1, Vha(@:))™ = (Di—1, Vha(gi—1))” )M Ha(q:)
a€J (q;)
+ > (B, Vha(g)” (M7 = M) Halg:) + M7 (Ha(g:) — Halgi1))] -
a€J(¢i)

This further leads to

Qi(0i1) = Qia (B )| < D [(Bim1, Vha(:))™ = (i1, Vha(gi)) ™ | - [M; " Ha(g:)]

a€J(q:)
+ Z | (i1, Vha(gi)) |- (1M = M- [Hago)] + M5 - [Ho(g) — Ha(gio)])
a€J(qi)
S )\ﬂCsupCthéHa (tz - ti—l) + mOsupéha(CM—léHa + CH)Cv(ti - ti—l)
Ay
=: Cproj(ti — ti1) (52)
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where C,, = SUDyes(g0,coT) | Va(q)| and Cu, = i—ﬁ(}'h& > SUDye(g0.0,7) | Hal- The constants
Cy, Csup, Ch, and Cy were introduced in (35), (46), (50), and (51), respectively. The constant
Chr-1 is chosen such that | M; — M;_|| < Cys-1, for each i € N.

Third term: We have

by = —ebiy + (14 ) Pi(us) = Pilus) = eQi(u) — MG,
which gives
b+ —— MGy = Py(w) — eQi(w) € V(). (53)

1+e
This further leads to

Qimr(Bi)] < )

a€J(qi)

1+e

. 2 _ e _ B _
<U¢1 + 1—_i_€Mi,11Gi71 - —MifllGifla Vha(Qi1)> ‘ |Mi711Ha(Qifl)|-
From (53), we have

N € _ .
<Ui1 + 1—_'_6MZ‘_11G7,'717 Vha<Q7,1>> Z 07 v] = 17 ceey MM,

and hence’
= N |M 1Vh (ql )|z
|Qi—1(0i—1)| < Z |<M \Gio1, Vha(gi-1)) |-
an(ql) 1 +e \/ Vh'T ql Mz IVh‘ (ql )
e 1
S |MZ Gz 1|z 1° |M1 Vh QZ 1 z 1°
1 +€a€%;h) ! ! \/ | 1Vh qi— 1)|z 1
me |Gi—1| (54)
T l4e Ay

Plugging the bounds from (49), (52), and (54) into (48), we obtain
1 1 m
|0; — Ui—1| < —|Gi| + 2Cp05(ti — tir) + —|Gil + —|Gia).
Aur Ay Ay

Using the norm estimate on vp(-), we have |G;| < (14 Cly,)(t; — t;—1) and thus for 0 < s <
t < T, it follows that
Var(vp; [s,t]) < Char(t — s) (55)

where C,,, := ALM((m +2)(1 + Csup) + 2Cpr05)-

SWe use the fact that for a, b, c € R™, satisfying (a,c) > 0, we have |[(a+b, c)~| = | min{0, (a+b,c)}| < | min{0, (a,c)}| +
| min{0, (b, ) }| = [(b, c)]-
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C. Continuity points of the limit function

Assume that y € V(q(7)) for all 7 € [s,t] C [0, 7], then it is claimed that

>

[Q—mmﬁx@—@»+<mu@a(y--)>mngmﬂawww—wﬂm@w@xw

\)

L. A
5 (103 ay) = 10(5) [ar(a(spy) - (56)

In the sequel, we proceed to prove this claim:
Consider a partition P of the interval [0, 7] that contains the nodes tp; = s and tp ) =t for
some j, k € N. From the discretization scheme (23), for j + 1 < i < k, we have
% i+ ev i— N 1
2T P o Pp; (UPi—l - — M, 1G7>z> .
e ’ ’ 1+e

Using the definition of the projection operator, we get

<_M7;,1iG73,i +0pi1 — Upy, (L4 €)y — (Op,; + e®p7i,1)>MPi <0, Vy € Vp,.
The above inequality is equivalently written as:

< MPIGP$7(1+€)y> +<MP1GP17UP1+€UPZ 1>

Mp Mp i

< (1+e)(0p;—Vpi-1, y>M

i T (Opi — Upi_1,Vp; + €@P,z‘—1>MP’i (57a)

i i 1, .
< (1+e)[(Mpip; — Mp;_10pi-1,Yy) — §(|U7D,z'|?wp,i —|opialinn, )]
. Vp i
—ﬂ+@<mh¢—Mm4Wm4w— 21>. (57b)

To arrive at (57b), the last term in (57a) is rewritten as:

(Opi — Vpi1,0p,4) )y,

1. . N .
ps = 3 [|Um —Opiila,, 0Pl — 0pialin, .

— Op ;1 (Mp,; — Mp,i—l)@m—l] (58)

and

N N N € A N N N
(Opi — Upi1, GUP,FQMW =5 —[0pi — Up,iflﬁwm + |U7>,iﬁ\4p,i - |UP,i71’?\4p,i_1

— Opy y(Mp; — Mp;_1)0pi| .
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Inequality (57b) now leads to:

Up; + elp i1 . Up i1
—Gpiy— ———— Mp;— Mp;1)0pi-1,y — — <
< PirY T+ o >+<( P, Pi—1)0pi-1,Y 9 >_
. . L. X
(Mp0p; — Mp;_10pi-1,Yy) — §(|U7>,iﬁwp,i - |U7>,z'—1|?wp,i,1)
which further yields
: ip,; + eb 0
P Pi— . Pi—
Z —Gpiy — Y+ ((Mp; — Mp 1) op i1,y — - ) <
i=j+1 1+e 2

R . L. .
(Mp 0p . — Mp jip j,y) — §(|U7>,k|?\4p7k —op il ) (59)

J1e0p(0) converges to 9(7) for Lebesgue almost all 7 € [0, 7], it follows

Using the fact that 2 "
that
b Up; + €lp i1 '
ftetniny o [latroo) - o(e) dr (60)

Z <G7>,z',y— T

= 4 M(q(t))],_ exists for

i=j+1
Since ¢ — M(q(t)) is an absolutely continuous function, M (7) := =
Lebesgue almost-all 7, and we have
N tpi ) N
)= [T (@it - ) an
lpi—1

<(Mm — Mp,;1)0pi-1,y — 5

and
k 3 lpk
N Upi— ’ : A
Z <(MP,2' — Mp;1)pi-1,y — 7?,2 1> = / <M(T)U7>(T)7 Y-
t

i=j+1
For the terms on the right-hand side, we have the following convergence:

S (op a2, — 1p 3R, ) — (M(a()() — M(g(5))5(s), 1)

(Mp y0p, — Mp j0p j,y) — D)
L. X
- §(|U(t)|?\/[(q(t)) — [0(s) [Rr(q(en)- (62)

P.j

The desired inequality (56) now follows by taking the limit in (59) along all partitions finer than

‘P and using (60), (61) and (62).
Let 1 be the measure defined by dy = |do| + dt. Since dov and dt are absolutely continuous

with respect to du there exists a du negligible set A such that, for all ¢ € [0,7] \ A:
di do([t,t + )

dt . di([t, t+€]) B
dutiee) ™ W= o)

@(t) ~ Sor du(tt+ <)

DRAFT
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Assume that ¢ is continuous at ¢ and let y € int V(¢(¢)). Then due to lower semicontinuity of
q — V(q) and absolute continuity of ¢t — ¢(t), y € V(q(7)) for all 7 € I, := [t,t + ¢]. Due to

the variational inequality (56), we get

/tHe (~g(0. ), (y — ) + <M<a>@<a>, <y _ 5) > o <

(M(q(t +¢))o(t +¢) = M(q(t))o(t),y) — % (19(t + &) gy — 10 haaqey)) - (63)

Divide both sides by du([t,t + €]). When € — 0, the left-hand side of (63) converges to
dt R . o L.
o | {9t 0(8), y — 0(t)) + ( M(8)o(t),y — 50(t) )| -

dp
The first term on the right-hand side of (63) becomes

(Mgt +)(t + &) — M{q())o(t), y)= LLAO)).y) - L <

dp(Ie) dp(Ic) dp(le) \Ji
= (M) @) + (310)000.) 4
and the second term on the right-hand side of (63) becomes
S | et <t + 9. do(1) + aGa)aeti, o6y + ([ 30 it +21.000)

<M<q<t>>%<t> +o(60(0) 70y - @<t>> >0, VyemtV(g).

From the definition of Ny (44))(+), and using the density argument, it follows that 0(-) satisfies

the differential inclusion (17) at the continuity points of 0(-).

D. Impact characterization of the limit solution

Let t, € [0,7] be the time instant at which V(q(tx)) # R™ If o(t,) € V(q(tx)), then

o(t;) = 0(t; ). This is a straightforward consequence of the variational inequality (56). Indeed,
let y € int V(q(tx)) then y € V(q(t)) for all ¢t € [t — 0, + J] and some 6 > 0. Applying the
inequality (56) with s =t — d, t = t; + 0, and letting 6 — 0, we get

(M (q(t))(0(t]) — 0(t;,)) >——( Ot [ maee)) — 10t nr(aieny)) > 0.
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By density, the same inequality holds for all y € int V(¢(tx)). Picking y = 0(t, ) gives
[6(65) =) <0 = B(t) = b(ty).

Next, consider the case where 9(t;,) € V(q(tx)). We use the shorthand notation ¢% := o(t}))

and 0~ := 0(t, ), and show that the following impact law holds:

0T = —eld” + (1 + 6) pI'OjM(q(tk))(@iu V(Q<tk>))'

Define @y = —ei(t;) + (1 + €) Projusg)) (0(t; ), V(q(tr))). Consider the partition P that

contains the node tp;, = t;, for some k; € R. By definition,

[0p(te) — U] = e|ipry—1 — 0|

. . 1 _ . o
+(1+ €) |proja, |:U73,kd1 - mMp}CdGP,kd§ V(Q(tk))] — Projyy,, [0 QV(Q(tk))]'
R . I~ . 1 _ o
< €|UP,kd—1 — 07 [+ (1 +e)\/ A |0p g1 — mMp,idGP,kd -v
— X - vV A\
<|{(A+e)yAu+e|lopr,—1—07|+ )\—’GP,kd" (64)
M

The pointwise convergence (25) implies the existence of some filter F such that, for all P € F,

we have ', € P where ¢ is such that [0(t') —0(¢, )| < 5, [op(t)—0(¥')] < § and t}—1' < 55—

then
0P a1 — 0(t)| < [0p -1 — 0p()] + [0p(t') — 0(t)] + [0(¢) — 0(t;)]
< Var(iop: [, 12)) + ga < Conlts — 1) + gg <e. (65)
Substituting (65) in (64), and taking the limit, we obtain
|0(ty) — x| < e

for every € > 0, whence the desired result follows.

IX. CONCLUSIONS

The problem of designing asymptotically convergent state estimators for nonsmooth mechani-
cal systems with frictionless unilateral constraints and impacts was considered in this paper. The
formalism of differential inclusions was used for both the system and observer dynamics. For the

later, we proved the existence and uniqueness of solutions. The error analysis (for the convergence
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of velocity estimate) was based on generalizing the Lyapunov techniques to functions of locally
bounded variation, which also allow for accumulations of impacts (Zeno phenomenon).
Several directions of research could stem from the current work. As a first extension, we would
like to generalize our result for more complex domains which are not necessarily characterized
by the sublevel sets of continuously differentiable functions. Afterwards, we would also like to
study the performance of the proposed state estimate in designing controllers that only use the

information of the output and not the full state.
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APPENDIX

Lemma A.1 (Moreau’s Two-Cone Lemma). If V' and V° denote a pair of mutually polar closed
convex cones of a Euclidean linear space R", then the following statements are equivalent for
x,y,z € R",

e = proj(z; V) and y = proj(z, V°)

ez=x+4+y xeV,yeVe and (z,y) = 0.

Theorem A.2 (Generalization of Helly’s first theorem [22, Theorem 0.2.2]). Let (u,) be a
generalized sequence or net of functions of bounded variation from the interval [0,T] to a
Hilbert space H. Assume that the norm and the variation of u,, are uniformly bounded, that is,

there exist C . and C,g,, such that
Jtia]] < Comax  and  Var(ug; [0,T]) < Cyap

then there is a filter F finer than the filter of the sections of the index set (that is, there

exists a subnet extracted from the given net) and there exists a function of bounded variation

w:[0,T] — H that satisfies

weal}-lim o =u andVar(u; [0,T]) < Cyar.

In the foregoing result if the Hilbert space H into consideration is finite dimensional then the
convergence is uniform, that is,

lim [|uq — ul| = 0.
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